Bio-security: All systems designed
Jor simple and complete cleaning.
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Turkey Hatcher Trolley: Specially designed
to allow poults to develop properly after hatching.

Stainless Steel interior walls:
All interior walls and many interior fixings
are made from stainless steel.

High quality Hatcher baskets:
strong stacking plastic batcher baskets
designed for the rigours of haichery use.

Turkey and Duck Hetche's
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Chick Master offers a completédrnangd Bl tladgh es
Turkey and Duck setters.

They offer the sl¢iomaitey imiblioall internal walls
components made of stainless steel to reduce t

Because duck eggs require much higher levels

incubation prbkean@dlBuwckeye Duck Hatcplers in

Cyclomustidity spray nozzle to provide the optimi
ducklings to hatch.

Turkey Hatchers employ a spetlieaylgybsdeingnadtHalc
to develop properly inetthbadcittiogl gpredibdfafe
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Increased humidification
Jfor Duck Hatchers:
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Avida and Buckeye series

Duck hatchers incorporate up
@ . HEATING ELEMENTS
PADDLEFAN () COOLING COILS
natcierpoLLey (@ TEMPERATURE PROBE fo provide the optlmum
(Turkey Hatcher Trolley) (& o, SENSOR (OPTIONAL)

‘ HIGH TEMPERATURE ALARM @ HUMIDITY SPRAY
(high volume quadruple

@ rumory prose nozzle nduck ysems) developing ducklings.

to three extra humidity nozzles

environmental conditions for
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H168T, H168D - 120
H168T, H168D - 46
H112T, H112D - 120
H112T, H112D - 46

20,160 eggs
23,184 eggs
13,440 eggs
15,456 eggs

3.440mm (114)
3,440mm (114)
3.440mm (114)
3,440mm (114)
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H84T, H84D - 120 10,080 eggs 1,955mm (65) 2,820mm

H84T, H84D - 46 11,592 eggs 1,955mm (65) 2,820mm

H56T, H56D - 120 6,720 eggs 1,955mm (65) 2,100mm :

H56T, H56D - 46 7,728 eggs 1,955mm (65) 2,100mm (611) 2,834mm (94)

Chick Master reserves the right to change the information herein at any time and without notice



Hatchers available in both sliding
and swinging door design.
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Classic VF66-120: hatches up to 11,592 poults
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Genesis IV Control: Touch screen simplicity
and complete system control at your fingertips.

Chick Mester Turkey \értical Fen Hetchers
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This range has been specificallykdgsergked for Cl
setting systems.
Features intdudeeted djueslfing, air intake damper th
the flow of fresh air and maintains a precise t
environment. Compact rollout dabhedeasdcgesgroeidi
interidacseus for cleaning.

The VF66 and VF 64 modes are available in eitkh
design to maximizmeddr vwartlkcimer arera .
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Mood/Basket|  Copeaity (turkey) | Wickh Depth Heght
VF66 - 46 8,694 eqgs 12368 (375m) | 5105 (L79m) | 805 (2.45m)
VF64 - 120 7,560 eggs 8256 (2.5m) 5105 (1L79m) | 84 (2.54m)

For more details please contact:

Ol Chick Master

www.chickmaster.com

Chick Master: Suite 335, 25 Rockwood Place, Englewood, New Jersey 07031 USA Tel: (201) 871-8810, Fax: (201) 871-8814,
Email: sales@chickmaster.com
Chick Master UK: Express Park, Bristol Road, Bridgwater, Somerset TAG 4RN. UK. Tel: +44 (0)1278 411000, Fax: +44 (0)1278 451213,
E-mail: sales@chickmasteruk.com
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